
  | Electronic Manufacturing Equipment  

Technical Parameters SchemaƟc

SpecificaƟon          Size  Model 
Machine Dimension (LxWxH) in 

mm  EffecƟve PCB Size (LxW) in mm  Weight (Kg) 

XL  WHM‐310SD3TXL  605x1000x1170  50x50 ‐ 530x460  200 

L  WHM‐310SD3TL  505x940x1170  50x50‐380x320  180 

DescripƟon 
Used for loading bare board PCB’s into the line when 
it’s not possible to use a destacker 

Max. PCB Capacity  150 mm space for boards 

PCB Time Feed  Approx. 10 seconds 

Power Source  AC 220V, 50/60Hz, 1 phase 

Power ConsumpƟon  300 Max 

Air Pressure & Consume  4‐6 bar, 30 l/min Max. 

Features 

 User friendly touch screen control

 Enclosed design to ensure a high level of safety

 Adjustable vacuum stubs posiƟons with magnets to

provide a beƩer way to hold the PCB’s

 Conveyor height 950±30mm

 SMEMA compaƟble

 Pass‐through funcƟon

Vacuum stubs MagneƟcally placed stubs

Vacuum Bare Board Loader 

OpƟons

 AutomaƟc width adjustment

 Mechanical Stopper

 Different belt width and chain system 

 Safety interlocker

 Speed control
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Vacuum Loader for LED Lights 

Size 
Model 

Machine Dimensions 
(LxWxH) 

EffecƟve PCB Size (LxW) in mm 
Weight (Kg) 

XL  WHM‐315SD3TXL  1700x1364x1519  50x50 ‐ 1500x300  500 

L  WHM‐311SD3TL  1500X1028X1519  50X50 ‐ 1200X300  420 
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SpecificaƟon   Units in mm 

Features 

 User friendly touch screen control

 Enclosed design to ensure a high level of safety

 Adjustable vacuum stubs posiƟons with magnets

 3 or 8 nozzles type available to select

depending on the PCB surface

 Conveyor height 950±30mm

 SMEMA compaƟble

OpƟons
 AutomaƟc width adjustment

 Mechanical Stopper

 Different belt width and chain system 

 Safety interlocker

 Speed control

DescripƟon 
Used for loading long LED bare board PCB’s into the 
line 

Max. PCB Capacity  250 mm space for boards 

PCB Time Feed  Approx. 10 seconds 

Power Source  AC 220V, 50/60Hz, 1 phase 

Power ConsumpƟon  300 Max 

Air Pressure & Consume  4‐6 bar, 30 l/min Max. 

3 big nozzle version 8 small nozzle version

PC
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Multi Magazine Loader/Unloader 

Features 
 User friendly soŌ touch LED membrane control panel
 Top & boƩom pneumaƟc clamps to secure magazine rack
 Self diagnosƟc Error code display
 Pressure regulated pusher to prevent board damage
 Conveyor height 950±30mm
 SMEMA compaƟble

LOADER UNLOADER

DescripƟon 
These units are used for loading and unloading 
PCBs on/off the line 

Capacity  Up: 1 rack; Down: 2 racks 

Manazine Change Time  Approx. 30 seconds 

Power Source  AC 220V, 50/60Hz, 1 phase 

Power ConsumpƟon  300 Max 

Air Pressure & Consume  4‐6 bar, 10 l/min Max. 

Machine Type  Size  Model  Rack Size(LxWxH)  Machine Dimensions (LxWxH)  EffecƟve PCB Size  Weight (Kg) 

LOADER 

M  WHM‐300SD0BM‐C  355x320x563  1365x769x1795  50x50 ‐ 330x250  270 

L  WHM‐300SD0BL‐C  460x400x563  1650x845x1795  50x50 ‐ 445x330  300 

LL  WHM‐300SD0BLL‐C  535x460x570  1868x898x1795  50x50 ‐ 460x390  400 

XL  WHM‐300SD0BXL‐C  535x530x570  1800x979x1795  50x50 ‐ 530x460  410 

UNLOADER 

M  WHM‐301SD3BM‐C  355x320x563  1898x769x1795  50x65 ‐ 330x250  325 

L  WHM‐301SD3BL‐C  460x400x563  2454x846x1795  50x65 ‐ 445x330  355 

LL  WHM‐301SD3BLL‐C  535x460x570  2604x898x1795  50x65 ‐ 460x390  460 

XL  WHM‐301SD3BXL‐C  535x530x570  2632x973x1795  50x65 ‐ 530x460  470 

Technical Parameters SchemaƟc

SpecificaƟon 

OpƟons 
 Touch screen control
 Motorized/AutomaƟc width adjustment
 Safety interlockers
 Different belt width and chain system 
 Universal type (MulƟple magazine sizes) 
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SpecificaƟon 

Mini Magazine Loader/Unloader 

MINI LOADER MINI UNLOADER

Features 
 Especially for factories with limitaƟons of space
 User friendly soŌ touch LED membrane control panel
 Top & boƩom pneumaƟc clamps to secure magazine rack
 Self diagnosƟc Error code display
 Pressure regulated pusher to prevent board damage
 Conveyor height 950±30mm
 SMEMA compaƟble

DescripƟon 
These units are used for loading and unloading 
PCBs on/off the line 

Capacity  Up: 1 rack; Down: 1 rack 

Manazine Change Time  Approx. 30 seconds 

Power Source  AC 220V, 50/60Hz, 1 phase 

Power ConsumpƟon  300 Max 

Air Pressure & Consume  4‐6 bar, 10 l/min Max. 

Machine Type  Size  Model  Rack Size(LxWxH)  Machine Dimensions (LxWxH)  EffecƟve PCB Size  Weight (Kg) 

LOADER 

M  WHM‐320SD0BM‐C  355x320x563  1100x766x1670  50x50 ‐ 330x250  150 

L  WHM‐320SD0BL‐C  460x400x563  1300x850x1670  50x50 ‐ 445x330  190 

LL  WHM‐320SD0BLL‐C  535x460x570  1646x905x1670  50x50 ‐ 460x390  230 

XL  WHM‐320SD0BXL‐C  535x530x570  1646x973x1670  50x50 ‐ 530x460  270 

UNLOADER 

M  WHM‐321SD3BM‐C  355x320x563  1618x765x1670  50x65 ‐ 330x250  185 

L  WHM‐321SD3BL‐C  460x400x563  1760x850x1670  50x65 ‐ 445x330  230 

LL  WHM‐321SD3BLL‐C  535x460x570  1834x1033x1670  50x65 ‐ 460x390  275 

XL  WHM‐321SD3BXL‐C  535x530x570  2009x1103x1670  50x65 ‐ 530x460  320 

OpƟons 
 Touch screen control
 Motorized/AutomaƟc width adjustment
 Safety interlockers
 Different belt width and chain system 
 Universal type (MulƟple magazine sizes) 
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